
LED 17W / 1800 lmLED 17W / 1800 lm LED 11W / 1100 lmLED 11W / 1100 lm

IP44IP44
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0,600 Kg / 0,0143 m0,600 Kg / 0,0143 m330,750 Kg / 0,0192 m0,750 Kg / 0,0192 m33
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LED 18W / 2300 lmLED 18W / 2300 lm LED 12W / 1250 lmLED 12W / 1250 lmLED 27W / 3400 lmLED 27W / 3400 lm

IP54 IP54 IP54

287652287669287676

1,400 Kg / 0,0129 m1,400 Kg / 0,0129 m33 1,200 Kg / 0,0088 m1,200 Kg / 0,0088 m33 1,000 Kg / 0,0067 m1,000 Kg / 0,0067 m33
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224985

224930

224954

IP20

0,650 Kg / 0,0162 m0,650 Kg / 0,0162 m33

LED 12,5W / 1450 lmLED 12,5W / 1450 lm
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225029

224992

225005

IP20

0,660 Kg / 0,0264 m0,660 Kg / 0,0264 m33

LED 18W / 2250 lmLED 18W / 2250 lm

BiancoBianco
CromoCromo
OttoneOttone

WhiteWhite
ChromeChrome
BrassBrass

BlancBlanc
ChromeChrome
LaitonLaiton

WeißWeiß
ChromChrom
MessingMessing

BlancoBlanco
CromoCromo
LatónLatón

Белый
Хром
Латунь

BiałyBiały
ChromChrom
MosiądzMosiądz

AlbAlb
CromCrom
AlamăAlamă

Metal structure with chrome 
or matt white or black coating. 
Transparent satin acrylic diffuser.

LED source 3000 K, 30.000 h life.

Protection degree IP44.

BlackBlack BlackBlack

WhiteWhite WhiteWhite

ChromeChrome ChromeChrome

WhiteWhite WhiteWhite WhiteWhite

Powder-coated aluminium base and 
body. Satin clear acrylic diffuser. 
Downward light emission. Available 
finish: white.

LED source 3000 K, 50.000 h life.

Protection degree IP54.

LED source 3000 K, 30.000 h life.

Metal body with satin brass or 
chrome finish or white powder 
coated. Unmovable plastic diffuser 
in opal color.  

WhiteWhite
ChromeChrome
BrassBrass
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Riflesso new

142272 302225142296

Make Up

Alma

224930

224985

224954
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