
760

190

84

48

30

1,50

3,00

4,40

5,90

7,40

1638

410

182

102

66

1,50

3,00

4,40

5,90

7,40

2786

697

310

174

111

1,60

3,10

4,70

6,20

7,80

2,160 Kg/0,0097 m³

1,620 Kg/0,0067 m³

26 W26 W 8080°° 3850 -3850 -
4000 lm4000 lm

3000 -3000 -
4000 K4000 K

318264

327600

13 W13 W 8080°° 1900 -1900 -
2000 lm2000 lm

3000 -3000 -
4000 K4000 K

327570

327563

3,240 Kg/0,0251 m³

43 W43 W 8080°° 6450 -6450 -
6750 lm6750 lm

3000 -3000 -
4000 K4000 K

327693

327686

6
0
0

4
0
0

3
5
0

4
5

4
5

4
5

Driver TRIDONIC ON/OFF included - UGR <22Driver TRIDONIC ON/OFF included - UGR <22

Driver TRIDONIC ON/OFF included - UGR <19Driver TRIDONIC ON/OFF included - UGR <19

Driver TRIDONIC ON/OFF included - UGR <19Driver TRIDONIC ON/OFF included - UGR <19

PowerPower BeamBeam LumenLumen CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack

PowerPower BeamBeam LumenLumen CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack

PowerPower BeamBeam LumenLumen CCTCCT FinishFinish CodeCode

WhiteWhite

BlackBlack

272 273

C
E
I
L
I
N
G
 
L
A
M
P
S

CRI≥90 13W 80° 1900lm 3000K CRI≥90 26W 80° 3850lm 3000K CRI≥90 43W 80° 6450lm 3000K

Light beam: WIDE

Ray

LED SMD

LED SMD

LED SMD
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